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1. Introduction 
To  touch  the  clothing  fabric  at  the  time of purchase  is  one of  the most  used practices  by  consumers  to 
evaluate the comfort of the fabric. Thus, the touch is a tool to assess the quality of high sensitivity tissues 
(Kweon, et al., 2004 and Philippe, et al., 2004). To quantify this action by using concepts and methodologies 
of  sensory  analysis  can  improve  the  comfort  of  the  product  thus  meeting  the  needs  of  the  modern 
consumer.  
The  textile  comfort evaluation  results  from descriptive evaluation, which  is  a  complex  synthesis of many 
types  of  psychological  and  physiological  responses  of  individuals  and  of  the  physical  properties  of  the 
garment materials (You, et al., 2002).  
To describe the parameters for evaluating the comfort of textile products, some researchers are using the 
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products.  Lexicons  developed  on  scientific  principles  can  be  used  by  several  different  panels  to 
consistently describe products". (Lawlees&Civille, 2013, p.270) 
Philippe  et  al  (2004)  made  the  first  investigations  in  France  where  they  developed  lexicon  for  tactile 
sensory evaluation of tissues. Nogueira (2011) developed the Portuguese lexicon and later compared it to 
the  French  lexicon,  adding  to  his  studies  visual  sensory  evaluation.  The  aim  of  the  two  studies  was  to 
evaluate textiles attributes to quantify its comfort. 
Thus,  the objective of  this  study  is  to present  the development process of descriptors  that will  form  the 
Brazilian textile  lexicon for evaluation of textile tactile comfort. The study was conducted in three stages. 





Lawlees  &  Civille  (2013)  state  that  normally  researchers  use  trained  evaluators  to  develop  the  lexicons 
because their experience will allow a better understanding of the attributes thus increasing their ability to 
describe  attributes.  Furthermore,  the  experience  of  the  evaluators  can  minimize  costs  and  time  to 
researchers.  However,  in  the  absence  of  a  panel  of  experienced  evaluators,  the  authors  suggest  the 
formation of a panel of evaluators "from scratch". 
For the development of the Brazilian textile lexicon, participated in this study fourteen raters (five men and 
nine women).  They were  selected  from  43  volunteers  aged  between  18  and  50.  They  are  students  and 
employees of Federal Technological University of Paraná Apucarana Campus. The selection method used 
was  triangular  test  sensory  analysis,  widely  used  by  the  food  industry  (ISO  4120,  2013).  Each  evaluator 
conducted more than 100 textile triangular tests over a period of three months.  
2.2 Protocol 
As  a  protocol  it  was  adapted  from  the  general  guidelines  for  the  selection,  training  and  monitoring  of 
selected  testers  and  sensory  expert  assessors  (AFN  EN  ISO  8586,  2014).  Before  each  assessment,  each 
volunteer washed their hands with neutral pH liquid soap and was used the same type of disposable towels 
to  dry  them.  The  sensory  evaluation  room was  air  conditioned  and  pleasant.  Tactile  assessments  were 
performed with visual barrier preventing view of the samples (Philippe et al., 2004 and Nogueira, 2011). In 





structures,  flat  fabrics  and meshes  composed  by  natural  and  synthetic  fibers  such  as  linen,  cotton,  silk, 
viscose, polyester, polyamide, among others. Of  the 57 samples twenty representing the widest range of 
textures  and  composition  were  selected  and  cut  to  a  size  of  20  x  20  cm.  (Image  1).  Each  sample  was 
identified by numbers created randomly with three digits. 
 










ISO  11035  (1994).  Evaluators  generated  descriptors  during  the  first  four  sessions  of  one  hour.  Each 
participant received 20 samples randomly coded with three‐digit numbers and a development form for the 










































































2  uncomfortable  sensation  caused by  acute  and  continuous  sound  resulting  from  friction between an object  and a 
surface 
















comfort.  Twenty‐one  terms  were  defined  through  a  tactile  sensory  evaluation  of  a  variety  of  different 
textile samples for development of a lexicon.  
However,  this  lexicon  is  not  yet  validated,  as  will  be  analyzed  by  two  methods:  first  a  quantitative 
evaluation of  touch;  and  a  comparative  analysis with other  textile  lexicons developed  in  other  countries 
until final validation.  
After the final validation this lexicon will be used to train the sensory assessors experts in sensory analysis 
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